
PW100-01

NOTES:
1] DRAWING TO BE USED IN CONJUNCTION WITH 'MASTERSPEC' (4211)
2] WINDOW SYSTEMS REQUIRE SPECIFIC DESIGN DEPENDING ON SPANS,
WIND-LOADS, BUILDING CONDITIONS, ETC.
3] INSIDE GLAZE, INTERNAL REINFORCEMENT AND SEISMIC FRAME
OPTIONS AVAILABLE

GLAZING: GLASS THICKNESS TO SUIT REQUIREMENTS
HARDWARE: STANDARD HARDWARE OPTIONS
FINISHES: POWDER-COAT / ANODISED / PVF²

01
01

03
01

01
02

01
02

04
01

05
01

06
01

06
01

O/
A 

MU
LL

ION
25

DA
YL

IHG
T

45
30

DA
YL

IGH
T

O/
A 

OP
EN

ING
O/

A 
MU

LL
ION

66
DA

YL
IGH

T
40

45

 
SILL TRAY

1 : 201
01

 
TRANSOM

1 : 201
02

 
SPLIT TRANSOM

1 : 201
03

67.5
33

O/A OPENING
MULLION SETOUT MULLION SETOUT

DAYLIGHT 66 DAYLIGHT

SEISMIC
JAMB
1 : 201

05
 

MULLION
1 : 201

06

50
 N

OM
10
0 15
0 

CU
RT

AI
NW

AL
L 

ZO
NE

28
66SEISMIC

HEAD
1 : 201

04

PW100

PW100

PW100

PW100

OPTIONAL BACKPAN WITH INSULATION
OPTIONAL FIRE/SMOKE SEALS

PW100

10

PW100

10

PW100-01

PW100
UNITISED LOWRISE PANEL SYSTEM

1:2 @ A3  Dec-12
PAGE:

    www.thermosash.co.nz  ~  AUCKLAND: (09)444-4944  ~  WELLINGTON: (04)939-4500  ~  CHRISTCHURCH: (03)348-4004

SYSTEM : TYPE :

T:
\U

SE
RS

\A
lv
in
E'
s 

st
uf

f\
KE

NT
\F

IN
AL

 T
O 

KE
NT

\T
he

rm
os

as
h_

PW
10
0_

10
0m

m 
SI
NG

LE
 G

LA
ZE

D 
SE

IS
MI
C.
dw

g

SCALE: DATE:

100mm MULLION
SINGLE GLAZED
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